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DISCLAIMER 

This document and other information from Filterline Malaysia provide product and/or system options for further investigation by users 
having technical expertise. It is important that you analyze all aspects of your application and review the information concerning the 
product of system in the current product catalog. Due to the variety of operation conditions and applications for these products or systems, 
the user, through its own analysis and testing, is solely responsible for making the final selection of the products and systems and assuring 
that all performance, safety and warning requirements of the applications are met. The products described herein, including without 
limitation, products features, specifications, designs, availability and pricing, are subject to change by Filterline Malaysia at any time 
without notice. 

Filterline - BMS
™

 Series Filter Cartridge 

FILTERLINE FILTER CARTRIDGE 

 Certificated by NSF 42 Standard 

 FDA compliant 

 Pure 100% polypropylene con-
struction 

 Reduce pressure drop 

 BMS - ID: 28mm , OD: 63mm 

 BMS-BB - OD: 115mm 

 Maximum operating temperature : 60°C 

 Recommended replaceable pressure drop : 30psi 

FEATURES / BENEFITS 

SPECIFICATIONS 

Filterline BMS Series are constructed with multi-layers depth filter cartridge and 

manufactured by M/L technology process. The M/L technology cartridge 

feature graded density construction, which captures particles throughout 

the entire cross section of the cartridge and reduces surface binding. 

 Filtration in PCB industry 

 Filtration in electroplating industry 

 Pre-filtration of DI & RO water filtration system 
for industry usage 

 Filtration of process water and recycle water 

 Removal of sediment from water in residential & 
light commercial applications 

APPLICATIONS 

LIQUID PARTICLES RETENTION        

RATINGS (µm)  

REMOVAL EFFICIENCY DATA 

Model: 90% 95% 99% Micron Length 

BMS-01 1 2 4 01: 1 10” 

BMS-03 3 4 8 03: 3 20” 

BMS-05 5 10 16 05: 5 30” 

BMS-10 10 15 25 10:10 40” 

BMS-20 20 25 40 20:20  

BMS-25 25 30 50 25:25  

BMS-50 50 70 80 50:50  

BMS-75 75 100 >100 75:75  

BMS-100 100 120 >120 100:100  

FT-Model Micron Ratings Cartridge Length End Cap O-rings material 

↓ ↓ ↓ ↓ ↓ 

FT-BMS 

01 = 1 micron 
03 = 3 micron 
05 = 5 micron 
10 = 10 micron 
20 = 20 micron 
25 = 25 micron 
50 = 50 micron 
75 = 75 micron 

100 = 100 micron 

10” 
20” 
30” 
40” 

No symbol (DOE) 

222/flat (SOE) 

222/fin (SOE) 

226/flat (SOE) 

226/fin (SOE) 

E = EPDM 

N = Buna N 

S = Silicone 

V = Viton 

ORDERING INFORMATIONS 

 ISO9001 certified 

 Highly price competitive 

 Long service life 


