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Filterline Malaysia is a competent partner for indus-

trial filter technology since 1993 and deals with filter 

systems such as liquid, chemical, and air media. 

Specializing in Filtration products, Filterline        

Malaysia has its reputable good name in semi-con 

industrial DI water system, food and beverages, 

chemical, pharmaceuticals, cosmetics, palm oil     

industries, lubricants, paints and many other liquid 

filtrations. 

Filterline Malaysia is able to design and manufacture 

filtration products with industrial standards to meet 

our customer's requirement such as Special Grade 

String Wound filter cartridge, High End Melt Blown 

filters, and Stainless Steel Filter Housing. 

Filterline Malaysia also offers a complete range of 

Industrial High Efficiency Pleated Cartridge, High 

Purity Sanitary Housing and Absolute Membrane 

filters. Filterline Malaysia supplies throughout the 

nation through various dealers and distributors in 

West and East Malaysia. 

In this globalization era, Filterline Malaysia has been 

engaging with customers globally. Making its name 

throughout Asia, Filterline Malaysia has been re-

ceived enquiries from Indonesia, Thailand, Vietnam, 

Philippines, India, Pakistan and Saudi Arabia. 

As business grows, a new company, Twinkle      

Technology was established in 2017 under our    

Filterline Malaysia group that ventures into the IT 

(Information Technology) world. Twinkle Technolo-

gy provides services such as website creation, design 

and maintenance inside and outside of the group 

from industrial field to personal blogging sites. 

Moving ahead, Filterline Malaysia has more than 20 

years of experience on technology know-how to de-

sign and manufacture quality products to export to 

Europe, Middle East and Asia Pacific.  

Warehouse 

Mission 

To become a leading Filtration Business by providing 

world class quality products and services to our customers 

while maintaining at highest level of customer satisfaction. 

Vision 

Rapid growth of company and employees by adopting 

advanced technology, positive attitude, teamwork, enhance 
customers' process performance and protect the            
environment. 

Filterline (Malaysia) Sdn. Bhd. (Co. 585417-A)  
GST No. : 002009530368  

19, Jalan Bagan 25, 

Taman Bagan, 

13400 Butterworth, 

Penang, Malaysia. 

Phone +604-3244948 

Fax +604-3244946 

www.filterline-filters.com 

Sales Enquiry : sales@filterline-filters.com 

General Enquiry : filterline@gmail.com 

 

Import & Export Division 

Email: filterline.international@gmail.com  

Office Hour (GMT+8): Monday - Friday 8.30am - 5.30pm 
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Water Filtration 
Protecting the natural resources  

In industrial applications water treatment is used 

to optimise processes such as heating, cooling, 

processing, cleaning, and rinsing. Typical      

filtration is required in areas such as scaling and 

corrosion.   

In order to achieve the specific requirement for 
each application removal of material, undesira-

ble chemicals and biological contaminants must 
be achieve. Filterline Malaysia offers broad 
range of filtration products for water service in-

dustry.  

Process water is typically filtered in large vol-

umes with filters primarily used in desalination 

and municipal water plants. Due to high volume 

of water filtered, large diameter of cartridge is 

needed. 

Our Filterline Carbon Filter Cartridge are highly 
effective in removing chlorine from process wa-

ter, providing performance that exceeds industry 
requirements. 

When it comes to industrial water filtrations, Filterline Malaysia can provide cost effective filtration 
solutions to meet your every need. 

Applications 

¶ Desalination 

¶ RODI Water 

¶ Filtration Boiler feed water 

Products Examples: 

Filterline Filters Cartridge Series 
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Chemical Filtration 
Providing products to meet demanding applications 

The Chemical Industry employs processes, reac-
tions and refining to produce a wide variety of 

solid, liquid and gaseous materials. Many are 
intermediates required for input into agricultur-
al, rubber, plastics, textiles, petroleum and pulp 

& paper industries. Filtration is critical to ensure 
the long term life of equipment used in the man-
ufacturing process. 

The scope of filtration within the chemical sector 

is extremely diverse and many factors need con-

sideration such as chemical compatibility, vis-

cosity and operating temperature. 

The varied applications can include products that 
are manufactured in ambient temperatures which 

makes the process ideally suited to our pleated 
polypropylene filters. 

No matter what filtration challenges you may encounter in your chemical production process, Filter-
line Malaysia can supply products and expertise to help you meet the ever-increasing demand for 

greater purity, process efficiency and cost effective filtration. 

Applications 

Chemicals 

¶ Aromatic derivatives 

¶ Bulk Chemical Filtration 

¶ Dyes and pigments 

¶ Waste Water Treatment 

¶ Filter Press  

Products Examples: 

¶ Filterline UBF Series PVC Bag Filter 
Housing 

¶ Filterline Filter Bags 

¶ Filterline Filter Press Cloth 



5 

 Filterline Malaysia reserved the rights to change the designs specification in this catalogue without prior notice. All images shown in this catalogue are for illustration purpose only. 
×××ȢПÉÌÔÅÒÌÉÎÅ-ПÉÌÔÅÒÓȢÃÏÍ ȿ ÓÁÌÅÓͽПÉÌÔÅÒÌÉÎÅ-ПÉÌÔÅÒÓȢÃÏÍ ȿ Ϲφπτ - σςτ τωτψ 

0ÒÏÆÅÓÓÉÏÎÁÌ ÉÎ &ÉÌÔÒÁÔÉÏÎ "ÕÓÉÎÅÓÓ 3ÉÎÃÅ ρωωσ 

Air Filtration 
Care for the air & environment 

Choosing the right air filter for your applications 

is an important decision, whether your goal is 

ensuring the people comfort, protecting produc-

tion processes, or preventing exposure to dan-

gerous substances.   

No matter what purpose and size of your filtra-
tion investment, we are always able to provide 

complete air filtration solutions. We provide you 
with the best quality products and services. 

Poor air quality affects both the health of the 

personal and their performance. Dust will be 

gathered in your products in stock, furniture and 

equipment. Our air filters helps to clean the air 

and remove dust particles. 

Toxic and chemical in the air is harmful to hu-
man and surrounding. We supply air filters that 

helps to eliminate the toxic and increase your 
yield and productivity. 

It is important that we help customers to analyse and specify their requirements. We offers a range of 
filter solutions and provide the latest filter technology the highest quality and the best value. 

Applications 

¶ Air Handling Unit (AHU) 

¶ Fan Filter Unit (FFU) 

¶ Heating, Ventilation and Air-

Conditioning (HVAC) 

Products Examples: 

¶ Filterline Air Filter Media Roll 

¶ Filterline Pocket Filter 

¶ Filterline HEPA Filter 
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Dust Filtration 
For all your dust collectors needs 

For decades, we has offered manufactured ad-

vanced and reliable dust collector and filters en-

gineered to provide outstanding filtration effi-

ciency and energy savings.  

Our industry-leading collectors and filters help 

to increase manufacturing efficiencies and 

cleaner environment. 

Filterline Malaysia are able to provide a com-

plete range of nonwoven and needlefelt filters 

for dry filtration.  

Filterline Malaysia supplies all types of dust col-

lector and filters that are mostly used in shaker 

unit, pulse jet bag unit and pulse jet cartridge 

unit. 

Custom-made size and design are available upon 

request. 

Our dust cartridge and dust bag filters are designed to meet customerôs application. Skilfully crafted 
in a wide variety of bag sizes and design and replacement of dust cartridge filters are available to fit 

almost all dust collection equipment available in the marketplace today. 

Applications 

¶ Pulse Jet Bag Unit 

¶ Shaker Systems 

¶ Pulse Jet Cartridge Unit 

¶ Static Unit Dust Collector 

Products Examples: 

¶ Filterline Dust Collector 

¶ Filterline Dust Bag 
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Quality filters for each application in industry 

Filterline Liquid Filter Cartridge 

Depth filter and membrane filter cartridge in various type of materials for 

liquid filtration. Carefully designed and manufactured by Filterline Malay-

sia. 

Filterline Liquid Filter Bags 

Filterline Malaysia provide fully welded, sewn, or self-disc filter bags for 

coarse and pre-filtration used to filter almost all type of liquids in industry. 

Custom sizes are available upon request. 

Filterline Filter Housing / Filter Units 

Filterline Filter Housings / Filter Units are made in PVC or stainless steel 

using latest USA technology. Custom made are available which suits to all 

customer for their applications in industry. 

Filterline Filter Cloth 

We supply widely used polypropylene filter cloth, nylon filter cloth and 

non-woven filter rolls with variety of micron sizes. 

Filterline Air Filter 

Air filter is essential to maintain cleanest air for production area. We supply 

wide range of air filter from pre-filter media roll to highest efficiency UL-

PA filter with competitive price. 

Filterline Dust Collector / Dust Bag 

We are able to customized pleated dust cartridge collector and dust bag ac-

cording to customer specification and requirements. 

Filterline Machinery 

Most economical and environmental-friendly complete sets products for 

industrial, and commercial applications. 



8 

 Filterline Malaysia reserved the rights to change the designs specification in this catalogue without prior notice. All images shown in this catalogue are for illustration purpose only. 
×××ȢПÉÌÔÅÒÌÉÎÅ-ПÉÌÔÅÒÓȢÃÏÍ ȿ ÓÁÌÅÓͽПÉÌÔÅÒÌÉÎÅ-ПÉÌÔÅÒÓȢÃÏÍ ȿ Ϲφπτ - σςτ τωτψ 

0ÒÏÆÅÓÓÉÏÎÁÌ ÉÎ &ÉÌÔÒÁÔÉÏÎ "ÕÓÉÎÅÓÓ 3ÉÎÃÅ ρωωσ 

Filterline ï PWSTM String Wound Filter Cartridge 
Filterline PWS String Wound Cartridge has a great solid holding capacity. It 
is manufactured using a high speed & continuous wind process which create 
hundreds of diamond shaped tunnels. It also has a wide choice of porosities, 
length and diameters. With wide selections of filter media and core materials, 
you can select the appropriate combination according to your choice. It has a 
high dirt holding capacity and extremely low media migration. It is suitable to 
be used for chemical solutions, cleaners, oils, coolants and other liquids.  

Filter Cartridge Specifications 
Dimension 28mm ID x 63mm OD 

Filter Media 
Polypropylene, Fibrillated Polypropylene, Bleached 
Cotton, Polyester, Glass Fibre 

Micron Rating 0.5Õm up to 200Õm 

O.D. 2кĿ, 4кĿ 

Length 10ò, 20ò, 30ò, 40ò 

Core Type Polypropylene, Tin Steel, 304 S/Steel, 316 S/Steel 

Filterline ï BMSTM Series Filter Cartridge 
Filterline BMS Series constructed with multi-layer depth filter cartridge and 

has graded density. It is able to capture particles throughout the entire cross 

section of the cartridge and reduce surface blinding. It is certified by NSF 42 

Standard, FDA compliant, and ISO 9001. Suitable to be used to remove   

sediment as a pre-filter for industrial production. 

Filter Cartridge Specifications 

Dimension 
28mm ID x 63mm OD 

28mm ID x 115mm OD (BB) 

Micron Rating 1Õm up to 100Õm 

Length 
10ò, 20ò, 30ò, 40ò 
10ò & 20ò (BB) 

Filterline ï BMS-High Grade
TM
 Filter Cartridge 

with Surface Cavity 
Filterline BMS High Grade is constructed with multi-layer depth filter car-

tridge and has graded density. This is the most advance and innovative design 

and manufactured by Filterline Malaysia with surface cavity. This surface 

cavity helps to reduce pressure drop and has better filtration that normal melt-
blown filter cartridge. It is certified by NSF 42 Standard, FDA compliant, and 

ISO 9001. It is suitable to be used in liquid processing, remove sediment as 
pre-filter for industrial productions.  

Filter Cartridge Specifications 

Dimension 28mm ID x 63mm OD 

Micron Rating 1Õm up to 100Õm 

Length 10ò, 20ò, 30ò, 40ò 

Filterline Filter Cartridge 
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Filterline ï GPFTM (General Purpose) Depth Filter 
Cartridge with Surface Cavity 
Filterline GPF made by multi-layer production with surface cavity, fine fibre 

in inner layer and coarse fibre in outer layer. It has a high contaminant hold-
ing capacity. Its features are it is 100% silicone free, nominal ratings, certified 

by NSF42 & FDA CFR Title 21, 100% polypropylene, and it is formed by 
thermal bond without use of any binders & adhesives. It is suitable to be used 

for electroplating and etching in PCB industry, pre-filter for DI & RO water, 
recycled water and food and beverages industry. 

Filterline ï STPTM Series Filter Cartridge 
Filterline STP constructed using high strength thermally bonded polypropyl-
ene (PP) microfiber using melt-blown process. It also provides broad chemi-
cal compatibility and stable CI-Component fibre matrix without fibre migra-
tion. The material constructed is FDA listed. Particularly well suited for 
plating solution, pre-filter for RO water and DI water, Chemical and food & 

beverages industryΦ 

Filterline ï Ixtoso
TM
 Polyolefin Depth Filter Car-

tridge 
Filterline Ixtoso are the most economical high strength filter cartridge. It is 
constructed with integral rigid thermally bonded. There are many features and 
benefits of this filter include fixed pore size and no media migration, chemical 
compatibility, rigid self-supporting construction, and FDA compliant polyole-
fin. It is suitable to be used in pre-filter for DI water, plating solutions, coat-
ings industrial, and chemical processing. 

Filter Cartridge Specifications 

Dimension 28mm ID x 63mm OD 

Micron Rating 0.5Õm up to 100Õm 

Length 10ò, 20ò, 30ò, 40ò 

End Cap 
DOE, 222/Flat (SOE) , 222/Fin (SOE), 226/Flat 
(SOE), 226/Fin (SOE), G = PE Foamed Gaskets 

O-Ring Material 
EPDM, Buna N, Silicone, Viton, Viton Encapsulated 
PFA 

Filter Cartridge Specifications 

Dimension 28mm ID x 63mm OD 

Micron Rating 0.5Õm up to 100Õm 

Length 10ò, 20ò, 30ò, 40ò 

End Cap DOE, 222/Flat, 222/Fin, 226/Flat, 226/Fin 

Filter Cartridge Specifications 

Dimension 30mm ID x 65mm OD 

Micron Rating 0.5Õm up to100Õm 

Length 250mm, 500mm, 750mm, 1000mm 

End Cap DOE, 222/Flat, 222/Fin, 226/Flat, 226/Fin 
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Filterline ï MXE-PPTM Series Pleasted Filter Car-
tridge 
Filterline MXE-PP constructed by using 100% polypropylene on its filter 

media. It has absolute rated at >95% of efficiency. This filter has a thermally 
bond filter media which provides strong dirt holding capability. It has a hy-

drophobic media where it will not wet in water but will wet in low surface 
tension liquids such as organic solvents (alcohols). 

Filterline ï PMF
TM
 PP Pleated Filter Cartridge 

Filterline PMF PP pleated filter cartridge constructed with polypropylene mi-
cro fibres combined with an exceptional dirt holding capacity with precise 

micron ratings than depth filters. It has a double sheets of micro fibres media 
that are layered to provide good particle retention as well as long service life. 
It has nominal rated at >90% of efficiency.  It is certified by USP23 and FDA 

CFR Title 21. This filter are suitable for most application such as pre-filter of 
membrane cartridge, DI water filtration, cooling water system and medium & 

low viscosity fluids of chemical.  

Filterline Pleated Filter Cartridge 

Filter Cartridge Specifications 

Dimension 28mm ID x 69mm OD 

Type Polypropylene Pleated 

Grade Absolute Rated >99.9% 

Micron Rating Absolute 0.2Õm up to 10Õm 

Length 10ò, 20ò, 30ò, 40ò 

End Cap 
DOE, 222 O-Ring/Flat, 222 O-Ring/Fin, 226 O-
Ring/Flat, 226 O-Ring/Fin, óGô ï Internal O-Ring 

O-Ring Material EPDM, Silicone, Viton, Buna-N 

Filterline ï MXSTM Absolute PP Pleated Filter Car-
tridge 
Filterline MXS is constructed with polypropylene and has a superior dirt hold-
ing capacity as compared to conventional layered filter. It is also thermally 
bonded. There are outer cage and inner cage made from PP to protect the filter 
media. Thus, it is suitable to be use in pharmaceutical, food and beverages as 
well as cosmetics. 

Filter Cartridge Specifications 

Dimension 28mm ID x 69mm OD 

DǊŀŘŜ Absolute Rated >95% 

Micron Rating Absolute 0.1Õm up to 5Õm 

Length 10ò, 20ò, 30ò, 40ò 

End Cap 
DOE, 222 O-Ring/Flat, 222 O-Ring/Fin, 226 O-
Ring/Flat, 226 O-Ring/Fin 

O-Ring Material EPDM, Silicone, Viton 

Filter Cartridge Specifications 

Dimension 28mm ID x 69mm OD 

Micron Rating Nominal 0.1Õm up to 25Õm 

Length 4ò,10ò, 20ò, 30ò, 40ò 

End Cap 
DOE, 222 O-Ring/Flat, 222 O-Ring/Fin, 226 O-Ring/
Flat, 226 O-Ring/Fin, óGô ï Internal O-Ring 

O-Ring Material EPDM, Silicone, PF A/Viton, Viton, Buna-N 
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Filterline ï PESTM Pleated Filter Cartridge 
Poly-Philic pleated filter cartridge is a PES (polyethersulfone) membrane in 
a polypropylene casing. The filter media is in mirrored asymmetric structure 

that ensure lower pressure drop at high flow rate. It has an excellent chemical 
resistance and are certified by FDA. The end caps and connectors are sealed 
by thermal bond. It is widely used in filtration of photoelectric industry, ter-

minal fine filtration of DI water systems and food and beverage industry.  

Filterline ï PHFTM High Flow Pleated Filter Car-
tridge 
Filterline ï PHF has a high flow capacity u to 140GPM. It has high dirt 

holding capacity as the liquid flows from inside to outside. It can be fit in 
conventional bag housing with no hardware change. It is constructed fully 

with polypropylene which provide wide chemical compatibility. It is widely 
used in RO filter, DI water, oil filtration and food industries. 

Filterline ï Stainless Steel Filter Cartridge 
Filterline S/Steel filter cartridge can be cleaned and reused. This filter is made 
from 100% stainless steel, and its filter media is made from stainless steel wire 

mesh. The construction is welded or crimped with no adhesives. It is designed 
to overcome temperature and chemical compatibility that overcome the limita-
tions of fabric or synthetic fibre media. It offers very high temperature re-

sistance and able to withstand high differential pressure.  

Filter Cartridge Specifications 

Dimension 28mm ID x 69mm OD 

Pore size 0.04Õm up to 1.2Õm 

Length 10ò, 20ò, 30ò, 40ò 

End Cap 
DOE, 222 O-Ring/Flat, 222 O-Ring/Fin, 226 O-Ring/
Flat, 226 O-Ring/Fin, óGô ï Internal O-Ring 

O-Ring Material 
EPDM, Silicone, Viton Encapsulate with Teflon, Vi-
ton, Buna-N 

Filter Cartridge Specifications 

Dimension 
28mm ID x 63mm OD (Plain) 
28mm ID x 67mm OD (Pleated) 

Filter Type Pleated, Plain 

Micron Rating 0.5Õm up to 300Õm 

Length 10ò, 20ò, 30ò, 40ò 

Element Material SS304, SS316L 

End Cap No. Double Open End, Single Open End 

Gasket Material PTFE Std. 

Filterline Stainless Steel Filter Cartridge 

Filter Cartridge Specifications 

Dimension 6ò OD, Flange 7ò OD 

Pore size 0.5Õm up to 75Õm 

Length Equal to Bag size #1, #2 

O-Ring Material EPDM 
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Filterline ï Carbon Filter Cartridge  
Filterline Carbon filter cartridge contain coconut shell based, nut shell based 
or coal based activated carbon. Because of the unique pore structure of this 
carbon, it is well suited for chemical absorption, reducing chlorine and chemi-
cals that contributes to taste and odour. It is suitable to be used for RO filtra-
tion, organic chemicals, and pre-filtration for waste water. This carbon filter 
do have custom sizes or SOE 222 O-Ring/Flat type by request. 

Filterline Carbon Filter Cartridge 

Filterline ï FSPTM Pleated Sediment Washable Fil-
ter Cartridge 
Filterline FSP is constructed out of non-woven polyester with polypropylene 

core to provide maximum strength. The ends are immersed in thermo setting 
vinyl plastisol which seals the end of each pleat uniting the three compo-

nents and forming a strongly bonded end cap for enclosed sealing to avoid 
bypass. It is washable, reusable and durable due to it has an extended life 

span and is more economical. This type of filter is typically used filtration in 
organic solvents, plating solutions and pre-filter for DI water. 

Filterline End-Cap Configurations Filter Cartridge 

Filter Cartridge Specifications 

Dimension 28mm ID x 63mm OD 

Carbon Type 
Granular Carbon/Outer Wound, Granular Carbon/
Porous Polyethlene Outer, Impregnated Carbon Cellu-
lose, Extruded Activated Carbon Block with inner core 

Length 10ò, 20ò, 30ò 

Core Material Polypropylene 

Fibre Material/
Shell 

Synthetic fibres, Polyethylene Outer Shell 

Filter Cartridge Specifications 

Type With Netting, BB 

Dimension 28mm ID x 63mm OD, 28mm ID x 115mm OD 

Micron Rating 1Õm up to 30Õm 

Length 10ò, 20ò, 30ò 

End Cap DOE, SOE 

Filterline Pleated Sediment Filter Cartridge 

      

 

  
  

End Cap DOE 222/flat 222/fin 226/flat 226/fin 

Description 
Both-sided 
flat gasket 

Top flat with 
222 adaptor 

Top fin with 
222 adaptor 

Top flat with 
226 adaptor 

Top fin with 
226 adaptor 
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Filterline Polypropylene / Polyester / Nylon Cloth 
Non-woven and polypropylene felt has all the attributes of polypropylene, 
including lightness, high strength and excellent resistance to most acids and 

alkalis. Nylon is used in filtration of abrasive dusts or wet abrasive solids at 
low temperatures. Nylon's good elasticity makes it ideal for conditions 
where continuous flexing takes place, Mesh is widely used in filtration for 

straining and screening processes and is available in many styles.  

Filterline Filter Cloth 

Filterline Filter Press Cloth 
Filterline filter press cloth are used for filter press plate, chamber press and 
other presses which typically used for waste water treatment in industries. It is 
widely used in liquid/solid separation. This filter press cloth are a good air 
permeability, acid and alkali resistance, high strength, and high tensile elonga-
tion and some are  UV resistance. Custom size available upon request. 
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Filterline Liquid Filter Bag & Configurations 

Filterline Liquid Filter Bag 
Filterline liquid filter bag are carefully designed and manufactured by Fil-
terline Malaysia. There are different rings options to provide great support of 
the filter bag. Our bag is constructed in highly controlled manufacturing pro-
cedures to ensure consistent quality and no contamination. It fits in all indus-
try-standard bag housings. With wide range of micron size, we support and 
partner with industry such as chemical, food, petroleum, edible oil and inks. 
Custom sizes and type of filter bags are available on request. 

Execution Rings 

Sewn Welded 
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¶ Industry 
standard 
made. 

¶ Strong con-
struction for 
heavy dirt 
holding ca-
pacity. 

¶ No needle 
holes. 

¶ No thread 
contamination 

¶ Precision 
bonded cut-
ting of fabric 
edges 

¶ Maintain 
same efficien-
cy as filter 
media. 

¶ Cotton handle is 
standard with steel 
ring configuration 

¶ Designed to gasket 
as well as support 
and secure filter bag 
when placed in the 
housing. 

¶ Molded plastic 
with build-in 
handle make 
easy installation 
and disposal, 
cleaner and less 
expensive. 

¶ Smooth plastic 
design and pre-
vents build-up 
of contamina-
tion. 

¶ Adjustable 
top diameter 
to make 
easy tie on 
piping 

¶ Easy dis-
posal 

¶ Economical 
filter appli-
cations. 

Filter Bags Specifications 

Ring Material Galvanized Steel Ring, S/Steel Ring, Plastic Ring, Band tie 

Micron Rating 1Õm up to 1000Õm 

Media Polyester Needlefelt, Polypropylene Needlefelt, Nylon Monofilament 

Execution Sewn Bag, Sewn Collar, Welded Bag, Welded Collar 

Bag Size 

1 = #1 (7òx17ò) 
2 = #2 (7òx32ò) 
3 = #3 (4òx9ò) 
4 = #4 (4òx15ò) 
5 = #5 (6òx20ò) 
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Filterline Air Filter Media (AFM) 
Filterline Air Filter Media consists of roll and pads that can be used as pad 
pre-filters in air handling units. Media rolls are sold in filter classes from G3 
to F5. The media are made from synthetic and glass fibre. Filterline Air Fil-
ter Media has an arrestance efficiency ranges from 65-92%. There are few 
types of colour available, which are white, blue & white and black. 

Filterline Air Filter 

Filterline Disposable Pleated Air Filter 
Filterline Disposable Pleated Air Filter has a nominal depth choices of 1ò, 2ò 
and 4ò with an average arrestance of 90%-95% per ASHRAE standard. The 
media is made of 100% synthetic and bonded to a metal grid on the air-exiting 
side to prevent fluttering and maintaining uniformity of the pleats. The frame 
can be beverage board or GI. Support most standard size in industry. Howev-
er, custom sizes are available on request.  

Filterline Pocket Air Filter 
Filterline Pocket Air Filter has greater dust-holding capacity for lower operat-
ing costs and service life. The filters are available in fiberglass or synthetic  
filter media. Average efficiency ranges are 45-50%, 60-65%, 80-85%,90-
95%,and >95% per ASHRAE Standard 52.1-1992 (equal EN 779). It is suita-
ble to be used in HVAC systems and cleanroom applications as secondary 
filter. 

Filterline HEPA Air Filter 
Filterline HEPA Air Filter consists of media pack with pleated microglass 
paper media and corrugated aluminium separator. It is sealed inside the metal 
frame forming a totally rigid filter assembly. Polyurethane sealant applies 
throughout all filter to prevent any possible leakage. HEPA efficiency sup-
ports from H10 to H14 with arrestance of >99.9995% ASHRAE. 

Filterline Fibreglass Paint Arrestor  
Filterline Paint Arrestor are made of 100% fiberglass media with a strong 
paint holding capacity. Air inlet side is colored. Is it perfect to be use for 
final filter for spraybooth extract system and paint eliminator. 
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Filterline Dust Collector Bag 
Filterline Malaysia are able to custom made dust collector bags to fit most 
styles and types of baghouses and other dust collection systems.  Filter bags 
come in a wide range of fabrics, coatings, finishes, sizes and configurations. 
Some of our common dust collector bags fabric are: 

¶ Polyester 

¶ Polypropylene 

¶ PTFE 

¶ P84 
Configurations may include: 

¶ Snap band top 

¶ Disc bottom 

¶ Flange  

Filterline Dust Collector Cartridge & Dust Bag 

Filterline Dust Collector Cartridge 
Filterline Cartridge Dust Collector provides full range of replacement dust 
collector. Dust collector are widely used for dust extraction and air intake in 
an environment with a high dust load. The advantage of the material is that it 
is water resistance, hard wearing and it is impossible to tear. The smooth sur-
face of synthetic filter media enable the cartridge to be cleaned by óJet Pulseô 
or high water pressure easily. The filter material is cast into a hard curing, two 
component polyurethane that provides a strong base disc and together with the 
galvanized fixation plate, a rigid top platter.  
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Filterline ï DeflowTM Clear / Blue Filter Housing 
Filterline Deflow is ideal for wide range of applications including residential, 
commercial and industrial. It is cost effective alternative to stainless steel. The 
housing has an optional pressure-relief/bleed button on the inlet side of cap. It 
is also comes with a leak-proof sealing with top-seated O-ring.  

Filterline ï Pure PP Filter Housing 
Filterline Pure PP Filter Housing is made of 100% pure virgin polypropylene. 
It provides economical alternative for high purity applications. It has an ultra-
smooth and corrosion resistant surface ideal for sensitive fluids. It is a lower 
cost alternative to stainless steel single cartridge housing. It meets FDA re-
quirements for potable water and food and beverage applications. 

Filterline Single Cartridge Filter Housing 

Filterline ï SCSTM Universal Single Cartridge S/Steel 
Filter Housing 
Filterline SCS Universal consists of a single cartridge in a stainless steel hous-
ing. It has a tri-clamp for easy opening and cleaning. The body of the housing 
is electro-polish which make it durable. It is suitable to be used in RO pre-
filtration, DI water and food and beverages.  

Filter Housing Specifications 

Cartridge length 10ò, 20ò, 30ò, 40ò 

Housing material 304 S/Steel, 316 S/Steel 

Cartridge End-cap DOE, SOE 

Lid Closure Tri-Clamp 

Max Pressure 100 PSI at 65ÁC 

Inlet/Outlet 1ò NPTF 

Vent & Drain ıò NPT 

Filter Housing Specifications 

Housing material 
Clear Housing ï Styrene Acrylonitrile (SAN) 
Blue Housing ï Blue Polypropylene 

Model (Size) 

FT-DF-10BH (135mm Dia x 315mm L) 
FT-DF-20BH (135mm Dia x 580mm L) 
FT-DF-10CH (135mm Dia x 315mm L) 
FT-DF-20CH (135mm Dia x 580mm L) 

Cartridge length 10ò, 20ò DOE 

Inlet/Outlet Ĳò NPTF 

Max Operating Pres-
sure 

125 PSIG @ 25ÁC 

Filter Housing Specifications 

Housing material 
100% pure virgin polypropylene 
  

Model 
FT-DF-10PPH 
FT-DF-20PPH 

Cartridge length 10ò, 20ò SOE 

Inlet/Outlet Ĳò NPTF 

Max Operating Pres-
sure 

125 PSIG @ 25ÁC 
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Filterline ï SCHTM Series Stainless Steel Housing 
Filterline SCH offers swing-bolt closure stainless steel housing for heavy duty 
applications. The housing material is polished finish and able to accept widely 
used 222 types and fin cartridges. It comes with 2ò ANSI flanged in and out. 
Ideal for commercial building plant rooms, water filtration and RO pre-
treatment with higher pressure. Custom made available upon request. 

Filterline ï UCF
TM
 Series PVC Filter Housing 

Filterline UCF has a simplicity design with high filtering quality. This PVC 
filter housings offers a corrosion free housing, light weight in handling, trans-
portation and installation. It is also resistance to all form of microbiological 
attacks, as well as weather and rust. This type of filter housing is recommend-
ed to be use for strong acidic and strong alkaline chemical. All material are 
made of UPVC. This housing only accepts DOE filter cartridge. It is ideal to 
be used in chemical plant, outdoor waste water filtration and RO pre-filter. 

Filterline Multi Cartridge Filter Housing 

Filterline ï SCFTM Series Stainless Steel Filter Hous-
ing 
Filterline SCF offers economical clamp closure stainless steel cluster housing. 
The housing material is polished finish. Pipe fittings are readily accessible for 
easy installations. It is also able to accept widely used 222 type and fin car-
tridges. Ideal for commercial building plant rooms, water filtration and RO pre
-treatment. Custom made available upon request. 

Filter Housing Specifications 

No. Of Rounds 7pcs 

Cartridge length 10ò, 20ò, 30ò, 40ò 

Housing material 304 S/Steel, 316 S/Steel 

Lid Closure V-Clamp 

Inlet/Outlet Flange 2ò NPT 

Max Pressure 7 Bar (100 PSIG) at 25ÁC 

Vent & Drain ıò NPT / 1/2ò NPT 

Filter Housing Specifications 

No. Of Rounds 7pcs 

Cartridge length 10ò, 20ò, 30ò, 40ò 

Housing material 304 S/Steel, 316 S/Steel 

Lid Closure Swing-Bolt 

Connection and 
Flange Standard 

2ò Flange ANSI 150 

Max Pressure 10 bar (150 PSIG) at 25ÁC 

Vent & Drain ıò NPT 

Filter Housing Specifications 

No. Of Rounds 5pcs 

Cartridge length 10ò, 20ò, 30ò, 40ò 

Housing Material UPVC 

Lid Closure Swing Bolt 

Max Pressure 7 bar (100 PSI) at 45ÁC 

Inlet/Outlet 2ò Union 
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Filterline ï CFMTM Series Stainless Steel Filter 
Housing 
Filterline CFM series offers an electro-polished finish stainless steel. It is de-
signed and construct for heavy-duty stainless steel for durability. It has a fast 
turnaround which provides swing bolts that help to change cartridge fast. This 
housing offers more flexibility options which able to suits for more cartridge. 
It is ideal for large rainwater recovery systems and process water. Custom 
made size are available upon request. 

Filterline ï CRFTM Corrosion Resistant Filter 
Chambers 
Filterline CRF Series heavy duty filter chambers that are designed with only 
corrosion resistant or chemical resistant in contact with solution. Internals 
are designed to provide uniform filtration for your critical applications. The 
design is compact in size and which saves space on our production floor. 
This is ideal for inorganic chemicals and ultra-pure water applications.  

Filterline ï TSR
TM
 Series S/Steel Filter Housing  

Filterline TSR Series is specially designed for sanitary liquid filtration. It is 
enhanced cleanability and polished and hygienic design. It is also corrosion 
resistance and durability due to high-quality welds and parts. It is cost effec-
tive without sacrificing quality and performance. The housing are also electro 
polished head and elbows and mirror polished bowl to ensure cleanliness in 
critical areas while maintaining cost-effectiveness. 

Filter Housing Specifications 

No. Of Rounds 12pcs to 160pcs 

Cartridge length 30ò and 40ò 

Inlet/Outlet Flange 3ò to 10ò Flange ANSI 150 

Housing Material 304 S/Steel, 316 S/Steel 

Lid Closure Swing-Bolt 

Max Pressure 150 PSI 

Vent ıò to 1ò NPT 

Drain лĿto 2ò NPT 

Filter Housing Specifications 

No. Of Rounds 12pcs 

Cartridge length 10ò, 20ò, 30ò, 40ò 

Housing Material CPVC, PVC, PP, PVDF 

Lid Closure Swing bolt 

Max Pressure 60 PSI at 45ÁC 

Inlet/Outlet 1кĿ - 2ò UNION (DIN STD) 

Filter Housing Specifications 

Cartridge length 10ò, 20ò, 30ò 

Housing material 316 S/Steel 

Lid Closure Tri-Clamp 

Max Pressure 100 PSI at 65ÁC 

Inlet/Outlet 1ò NPTF 

Vent & Drain ıò NPT 


